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Conveyor Lighting Kit
Installation Instructions

This manual provides instructions for installing the conveyor lighting kit. This kit includes all components and
hardware for its complete installation.

Compatible Equipment: Batco FX and Westfield WCX – FX4 1539 SP, FX4 1544 SP, FX4 1549 SP Models

Safety
For safe installation:

• Read and understand the FLTD Conveyor Assembly Manual (8210-10014) before proceeding.

• Read these instructions fully before starting the installation.

• Do not work alone. Always have two or more people assembling the lighting kit.

• Never stand under unsecured components.

Preparation
Before you install the lighting kit:

• Familiarize yourself with all components and hardware.

• Confirm all parts are available and arranged for easy access.

• Inspect the lighting kit for damage (bent sides, cracked welds, etc.).

• Plan the cable routing from the lamps to the power supply and ground connection.

Component Identification
1 Wiring Harness 5 Mounting Bracket
2 Switch Box A Black wire (ground)
3 Lamp B White wire (positive)
4 Hardware
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Lighting Kit Installation
Installing the Lamps
1. Discharge area (A): Fasten the flood lamp to the existing hole in the side of the spout.

2. Mid-conveyor (B): Fasten the flood lamp to the center hole of the fitted weather guard mount bar (if a
center hole is not present or too small, drill a 21/64" hole in the center of the weather guard mount bar).

3. Intake area (C): Secure the bracket for the flood lamp to the tube flange using existing fasteners. Fasten the
lamp to the bracket.

A CB

Installing the Wiring Harness and Switch Box

1. Route the wiring harness along the tube through
the weather guard mount brackets.

2. Plug the wiring harness connectors into the lamp
connectors. Ensure that the connectors are fully
engaged. Fasten the wiring harness with P-clamps
near each lamp.

3. Install the switch box on the control box
weldment with the two screws supplied.

4. Connect the wiring harness eyelet (black wire) to
the engine mount ground. Connect the piggyback
blade connector (white wire) to the engine key
switch. (These attachment points are shared with
the fan wire harness.)
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