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A513/A514/A540/A541
Right Angle Drive Kit
Portable Grain Auger

Installation Instructions
This manual applies to:

AGI Westfield MKX2, X2 13 Series

AGI X2 13 Series

Pre-Installation Instructions
1. Park the auger on level ground. Fully lower the auger.

2. Chock the auger wheels to prevent rolling.

3. Relieve pressure in the hydraulic hose(s) and disconnect them from the tractor.

4. Lower the swing hopper fully to the ground.

5. Use the jack to support the boot, then disconnect the tractor from the auger (PTO shaft and hitch).

6. Remove the following parts from the boot:

• sprocket/PTO guard

• PTO driveline

• PTO holder

• tow bar safety chain

• when equipped: drive chain

• when equipped: bottom sprocket

• when equipped: double-taper boot bearing

• when equipped: PTO shield bracket

• when equipped: splined stub shaft
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Installing the Support Leg
Crush Hazard

To prevent injury, do not use the support leg without the pin in place.

Install the Support Leg

1 tow bar 4 flat washer, 1"

2 support leg 5 cotter pin, 1/4" x 1-3/4"

3 pin

Remove the Jack

1 tow bar 3 jack pin

2 jack
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Installing the Right Angle Drive
This section does not apply to augers with a reducer/reverser.

Install the Shaft Seal

1 boot 3 bolt, 5/8" x 1-1/2"

2 shaft seal 4 lock nut, 5/8"

Install the Sprocket

Assembly Note:

• The gearbox is sent from the factory filled halfway with EP90 oil. Check oil level to make certain the
gearbox is half full. Add oil if necessary. Do not use grease.

1 gearbox 3 square key, 1/2" x 2"

2 sprocket
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Install the Gearbox

Assembly Note:

• Open the boot side panel to access the flighting.

1 gearbox 3 hex bolt, M14 x 100L

2 boot flight 4 nylock nut, M14

Install the Gearbox Mount
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1 gearbox mount 5 bolt, 5/8" x 1-1/2"

2 gearbox 6 lock washer, 5/8"

3 hex bolt, M14 x 40L 7 flat washer, 5/8"

4 nylock nut, M14
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Install the Drive Chain

Assembly Notes:

• Align the face of the bottom sprocket with the top sprocket, then tighten the set screws.

• Re-attach the existing chain.

• If necessary, adjust the bottom drive chain to 1/4" (0.64 cm) deflection by loosening the four bolts on the
gearbox mount, then re-tighten.

• Oil the drive chain as required.

1 top sprocket 3 drive chain

2 bottom sprocket 4 gearbox mount

Install the Bottom Sprocket Cover

1 gearbox mount 3 hex bolt, M8 x 20L

2 bottom sprocket cover 4 nylock nut, M8
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Install the Top Sprocket Cover

1 gearbox mount 3 self-tapping screw

2 top sprocket cover

Install the Jack Mount

Assembly Note:

• Re-install the safety chain using the existing bolt and lock nut.

1 tow bar 4 hex bolt, M14 x 35L

2 drop jack mount 5 hex bolt, M14 x 60L

3 safety chain 6 nylock nut, M14
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Installing the Reducer/Reverser Right Angle Drive
This section only applies to augers with a reducer/reverser.

Adjust the Tow Bar

Assembly Note:

• Adjust the tow bar to the appropriate location and attach using the existing bolt and lock nut.

1 tow bar 3 nylock nut, M20

2 hex bolt, M20 x 140L

Install the Gearbox

Assembly Note:

• The gearbox is sent from the factory filled halfway with EP90 oil. Check oil level to make certain the
gearbox is half full. Add oil if necessary. Do not use grease.

1 speed reducer gearbox 2 gearbox
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Install the Gearbox Support and Jack Mount
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Assembly Note:

• Re-install the safety chain using the existing bolt and lock nut.

1 gearbox support 6 hex bolt, M14 x 35L

2 drop jack mount 7 hex bolt, M14 x 40L

3 bolt, 5/8" x 1-1/2" 8 hex bolt, M14 x 60L

4 lock washer, 5/8" 9 nylock nut, M14

5 flat washer, 5/8" 10 safety chain
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Install the Gearbox Shield

Assembly Note:

• Install the gearbox shield using the existing bolts, flat washers, and lock nuts.

1 gearbox shield 3 flat washer, 1/2"

2 bolt, 1/2" x 7" 4 lock nut, 1/2"

Installing the PTO Driveline
Install the PTO Driveline

Assembly Notes:

• Remove any paint from the gearbox input shaft.

• Tighten the set screws securely.

1 gearbox 3 square key, 3/8" x 1-3/4"

2 PTO driveline
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Install the PTO Holder

1 PTO holder 4 hair pin

2 PTO holder clasp 5 hex bolt, M10 x 20L

3 mount pin 6 nylock nut, M10

Install the PTO Drive Guard (Right Angle Drive Kit Models)

Assembly Note:

• Slide the PTO drive guard over the PTO driveline.

1 PTO drive guard 5 nylock nut, M10

2 guard attach plate 6 bolt, 5/8" x 1-1/4"

3 gearbox 7 lock washer, 5/8"

4 hex bolt, M10 x 20L
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Install the PTO Drive Guard (Reducer/Reverser Right Angle Drive Kit Models)

Assembly Note:

• Slide the PTO drive guard over the PTO driveline.

1 PTO drive guard 5 nylock nut, M10

2 guard attach plate 6 bolt, 5/8" x 1-1/4"

3 gearbox 7 lock washer, 5/8"

4 hex bolt, M10 x 20L

PTO in Transport Position

1 PTO driveline 3 PTO holder clasp

2 PTO holder 4 hair pin
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Milltec is an AGI Brand.

AGI is a leading provider of equipment solutions for agriculture bulk commodities including seed, fertilizer, grain, and feed systems with a growing platform in providing
equipment and solutions for food processing facilities. AGI has manufacturing facilities in Canada, the United States, the United Kingdom, Brazil, South Africa, India and Italy
and distributes its products globally.
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P +91.80.27831128 │ F +91.80.27831129 │ E milltec@milltecmachinery.com

AGGROWTH.COM aggrowthintl
©Ag Growth International Inc. 2025 │ Printed in India

A513/A514/A540/A541 RIGHT ANGLE DRIVE KIT – PORTABLE GRAIN AUGER


	Pre-Installation Instructions 
	Installing the Support Leg 
	Installing the Right Angle Drive 
	Installing the Reducer/Reverser Right Angle Drive 
	Installing the PTO Driveline 

