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MANUAL
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IMPORTANT! The reducer gear boxes are shipped Without Oil.
Oil must be added before  operation.
Refer to the Assembly Sections in this manual.
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12” HEAVY DUTY MOTOR MOUNT
(4:1 REDUCER DRIVE)

     1027789-23

See assembly drawing on next page.

7. Thread the adjusting rod (5) down through the nut in the top of the motor mount support (2) until it only extends
two to three inches above the top of the support (final adjustment will be done after installing motor and belts).

8. Set the motor mount plate (3) down over the motor mount support (2) and align the pivot shaft holes in each.
Install the pivot shaft (4) through the holes and install a 3/16" x 1-1/2" cotter pin in each end to secure it in
place.

9. Mount the belt guard (9) between brackets (6 & 7) using four 5/16" x 1" long hex head capscrews, flat washers,
lockwashers and nuts.

10. Install the driven sheave (10) to reducer input shaft (8) using the QD type hub (11) with key.

NOTE: The drives are designed for using a 7.4" pitch diameter sheave.

NOTE: Make certain that the motor mount support (2) is arranged so that the pivot shaft holes are on the right
hand side, as seen when looking from the intake end of the auger toward the discharge end.  In addition, make
sure the front set of holes in each side of the support (2) are used to mount to the head plate (1).

3. Fasten head plate (1) to the angle flange ring on end of the auger housing, using eleven 3/8" x 1" long hex
head bolts, lockwashers and nuts.

4. Fasten belt guard brackets (6 & 7) to reducer (8) and reducer to head plate (1) with four 1/2" x 5" long hex head
capscrews and lockwashers.

5. Slide end of flight shaft over output shaft of reducer (8) and secure with two 5/8" x 4" long hex head capscrews
and locknuts.

6. Fasten motor mount support (2) to the head plate (1) with four 1/2" x 1-1/4" hex head bolts, lockwashers and
nuts.

1. With the gearbox in the upright position, remove
the level check plug shown in Fig. 13.
Remove one of the plugs from the top of the
gearbox, this will be used as the fill opening.
Add approx. 32 oz. (9.6 ml) of an SAE 80W90 weight
oil through the plug opening on the top of the
gearbox (a small funnel, pipe nipple or syringe type
tool can be used to add the oil).
Watch the oil level check opening.  When oil begins
to leak from the opening stop adding oil. Do Not
overfill.  Additional oil may damage the seals or be
forced through the vent plug.
Replace the level check plug once oil level has been
established.

2. Discard the plug removed from the top of the
gearbox fill opening and install the vent plug shipped
separately with the gearbox (See Fig. 13).

IMPORTANT! The 4:1 reducer gearbox is shipped WITHOUT oil. Oil needs to be added before operation.

Even under normal working conditions, oil still has a tendency to dissipate.  Periodically check oil level
and maintain proper level.

0400264D
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ASSEMBLY INSTRUCTIONS

Approx. 32 oz. (9.6 ml)
SAE 80W90 Oil Vent & Fill Plug

Oil Level
Check Plug

Drain
Plug

Oil
Level

Extra pressure additives may be
of value in severe applications.

Verify Vent Plug
has been Installed

FIG. 13
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12” HEAVY DUTY MOTOR MOUNT
(4:1 REDUCER DRIVE) - CONT.

     1027789-240400965A
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ASSEMBLY INSTRUCTIONS

11. Install electric motor and mount pulley on motor shaft. (Motor not furnished).  See motor mount hole locations
on page 25.

IMPORTANT: Use the proper size and speed motor to ensure satisfactory conveyor operation.  Too
small of a motor will not supply the horsepower required to achieve capacity and possible damage to
the motor will occur. Too large of a motor may cause high stress on conveyor components resulting
in shorter life for those components.  Align by using straight edge, placed across the outer faces of
both pulleys.

NOTE: With 7.4" driven pulley, use a 5.0" motor pulley for 275 RPM auger speed.

12. Install belts (12) and tighten belts by adjusting the threaded rod (5) up against the bottom of the motor mount
plate (3).  Once belts are tensioned properly, install a 3/4" nut onto the threaded rod (5) and secure it tightly
against the bottom of the motor mount support (2).

DO NOT over tighten driving belt, as this puts unnecessary load on the bearing.  It will be necessary to check
the belt tension as part of the drives periodic maintenance.







SAFETY DECALS
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PARTS LIST

Check components as specified below to insure that safety decals are present and in good condition.
If a decal cannot be easliy read for any reason or has been painted over, replace it immediately.
Safety decals may be obtained free of charge through your Hutchinson/Mayrath Dealer,
or directly from the factory.

SERIAL NUMBER
To ensure efficient and promp service, please furnish us with the model and serial number of your auger in all
correspondence or other contacts. The serial num,ber plate is located on the motor mount frame.

“Danger” Decal
1001985-1

“Warning” Decal
1002301-1
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REF. PART
NO. NO. DESCRIPTION
 1 1022250 Head Plate
 2 1022143 Motor Mount Support
 3 1022137 Motor Mount Plate
 4 1018789 Pivot Pin
 5 1022381 Adjusting Rod
 6 1014407 Belt Guard Bracket
 7 1014406 Belt Guard Bracket
 8 1025519-1 Enclosed Gear Drive, 4:1 Reduction
 9 1002042 Belt Guard
10 3244A1 Sheave, 7.4” P.D. (3-Belt)
10 3250A1 Sheave, 7.4” P.D. (4-Belt)
11 3295A1 Bushing, QD SK 1-1/2”
12 40116 Belt, B-48

12” CUSTOM HEAVY DUTY 4:1 REDUCER DRIVE

     1027789-P40400965A

Page P-4

PARTS LIST





Page P-6



Page P-7



AG GROWTH INTERNATIONAL INC. – FORM OF LIMITED WARRANTY

Ag Growth International Inc. (“AGI”) warrants that the goods and/or services being supplied (the
“Goods”) will be free from defects in materials and workmanship under normal conditions, use, 
service, and maintenance, for a period of twelve (12) months from the date of first operation of the 
Goods, but in no event more than eighteen (18) months from the date of delivery of the Goods to the 
end-user (the “Warranty Term”). If the Goods are being used for rental purposes, the Warranty Term 
for the subject Goods shall be limited to 90 days.

Subject to AGI’s sole discretion, if the Goods, or a component thereof, are found to have a default in 
materials and/or workmanship within the Warranty Term, AGI will, at its own option and expense, 
repair or replace the subject Goods or refund the purchase price for the applicable Goods. Any 
warranty related expenses incurred on behalf of or by the end-user without the prior written consent 
of AGI shall be the sole responsibility of the end-user. Expenses relating to travel, customs or import 
duties and tariffs, equipment rental, and any costs associated with accessing the Goods are the sole 
responsibility of the customer. Warranty shall be void in the event the Goods are returned or disposed 
of without the written consent of AGI.

The customer shall not assert a claim that the Goods are defective unless the customer gives written 
notice to AGI of such defect within forty-eight (48) hours of discovering such defect. In the event of a 
warranty claim, the customer must complete any and all information required by AGI in order to 
properly assess or investigate the claim. AGI shall be given a reasonable opportunity to inspect and 
test the Goods in question. Failure by the customer to notify AGI of such claim within 48 hours shall 
operate as a waiver of any and all such claims by the customer.

THIS IS THE SOLE AND EXCLUSIVE WARRANTY GIVEN BY AGI WITH RESPECT TO THE GOODS AND IS 
IN LIEU OF AND EXCLUDES ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, ARISING BY OPERATION 
OF LAW OR OTHERWISE, INCLUDING WITHOUT LIMITATION, MERCHANTIBILITY OR FITNESS FOR A 
PARTICULAR PURPOSE WHETHER OR NOT THE PURPOSE OR USE HAS BEEN DISCLOSED TO SELLER IN 
SPECIFICATIONS, DRAWINGS, OR OTHERWISE, AND WHETHER OR NOT AGI’S GOODS ARE 
SPECIFICALLY DESIGNED AND/OR MANUFACTURED BY AGI FOR BUYER’S USE OR PURPOSE.

This limited warranty extends solely to Goods manufactured by AGI and does not cover any third-party 
parts, components, or materials. To the extent permitted by the manufacturer, AGI will pass on 
applicable warranties on third-party parts, components or materials to the end-user. This warranty 
does not extend to any losses or damages due to misuse, use of a kind and/or to a degree not 
reasonably expected to be made of the Goods, any use of the Goods which is not an intended use as 
specified in AGI’s published product literature or otherwise specified by AGI in writing, accident, acts 
of God, abuse, neglect, normal wear and tear (including corrosion and cosmetic issues), any 
equipment attached to or used in conjunction with the Goods, any field modifications or substitutions 
to original Goods, component damage incurred during shipping and handling, unauthorized 
modification or alteration, used beyond rated capacity, or improper installation, maintenance or 
application.

THE SOLE AND EXCLUSIVE REMEDY FOR ANY CLAIM HEREUNDER SHALL BE LIMITED TO REPAIR, 
REPLACEMENT, OR REFUND OF THE PURCHASE PRICE. AGI SHALL NOT BE LIABLE FOR DAMAGES 
CAUSED BY DELAY IN PERFORMANCE AND IN NO EVENT, REGARDLESS OF THE FORM OF THE CLAIM 
OR CAUSE OF ACTION (WHETHER BASED IN CONTRACT, INFRINGEMENT, NEGLIGENCE, STRICT 
LIABILITY, OTHER TORT OR OTHERWISE), SHALL AGI’S LIABILITY TO BUYER AND/OR ITS CUSTOMERS 
EXCEED THE PURCHASE PRICE OF THE GOODS. BUYER AGREED THAT IN NO EVENT SHALL AGI’S
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LIABILITY TO BUYER AND/OR ITS CUSTOMERS EXTEND TO INCLUDE INCIDENTAL, CONSEQUENTIAL,
OR PUNITIVE DAMAGES. THE TERM “CONSEQUENTIAL DAMAGES” SHALL INCLUDE, BUT NOT BE
LIMITED TO, LOSS OF ANTICIPATED PROFITS, LOSS OF USE, LOSS OF REVENUE, FAILURE TO MEET
GOVERNMENT AND/OR ADMINISTRATIVE REQUIREMENTS, CLEAN UP COSTS, COST OF CAPITAL AND
DAMAGE OR LOSS TO OTHER GOODS, PROPERTY OR EQUIPMENT.

To the fullest extent permitted by law, Buyer, on behalf of itself, its suppliers, their agents, employees
or any entity or person for which Buyer is or may be responsible (“Indemnitors”) shall fully indemnify,
save and hold AGI, its agents, employees, officers, directors, partners and related entities harmless
from and against all liability, damage, loss, claims, demands, actions and expenses of any nature
whatsoever, including, but not limited to reasonable attorney’s fees which arise out of or are
connected with: (a) any negligent act, error or omission by any Indemnitor in the performance of this
agreement; (b) the failure of the Indemnitor to comply with the laws, statutes, ordinances or
regulations of any governmental or quasi-governmental authority; or (c) the material breach of any
term or condition of this agreement by any of the Indemnitors. Without limiting the generality of the
foregoing, the indemnity hereinabove set forth shall include all liability, damage, loss, claims,
demands, and actions on account of personal injury, death or property loss to any third party, any
Indemnitee, any of Indemnitee’s employees, agents, licensees or invitees. The indemnity set forth
herein shall survive any termination of this agreement.

THIS WARRANTY IS NON-TRANSFERABLE AND APPLIES ONLY TO THE ORIGINAL END-USER AND
SHALL BE CONSIDERED VOID IF NOT REGISTERED WITHIN 30 DAYS OF RECEIPT OF THE GOODS BY
THE ORIGINAL END USER.
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